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  P.G.A.= PERMANENT GROUND ANCHOR

SHOWN FOR SOLDIER PILE WITH P.G.A.
SIMILAR FOR SOLDIER PILE WITHOUT P.G.A.

TYPICAL SECTION

2" MIN. BEARING LENGTH.
SHIM AS NECESSARY
FOR FULL BEARING.

FRACTURED FIN FINISH
WITH PIGMENTED SEALER

 TIMBER LAGGING

W SECTION TYP.

CHIP OUT SHAFT BACKFILL
TO PLACE TIMBER LAGGING.
BACKFILL ALL VOIDS BEHIND 
LAGGING WITH GRAVEL
BACKFILL FOR WALL.

¾"ø x 6" WELDED
SHEAR STUDS
AT 1'-0" (TYP.)

REMAINING PORTION
OF SOLDIER PILE SHAFT

PLAN - SOLDIER PILE
WALL WITHOUT P. G. A.

TIMBER LAGGING SIZES

0 - 12

GREATER THAN 12

(HP) - DIST. FROM TOP OF PILE IN FEET

4 x  - OPTIONAL 4 x 8, 4 x 10 OR 4 x 12
6 x  - OPTIONAL 6 x 8, 6 x 10 OR 6 x 12
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NO TIEBACKS WITH TIEBACKS
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TACK WELD ¼" COVER PLATE OVER
TOP OF ALL SOLDIER PILES WITH P.G.A.

TIMBER LAGGING NO. 2 
OR BETTER.  (TYP.) 
SEE TABLE THIS SHEET 
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VARIES
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FINAL GROUND LINE

SEE NOTE 1
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LIMITS OF
PIGMENTED
SEALER

CONCRETE FASCIA
PANELS

FOR DIAMETER OF
DRILLED SHAFT SEE
BR. SHT. SP2

CEMENT CONCRETE
GUTTER SEE BR. SHT. SP4

SLOPE VARIES

W SECTION TYP.
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GRAVEL BACKFILL FOR
WALL AS REQUIRED
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8"ø XS PIPE (TYP.)
PREFABRICATED
DRAINAGE MATERIAL
(TYP.)

TIMBER LAGGING

WHERE NECESSARY CHIP OUT CDF
TO PLACE TIMBER LAGGING.
BACKFILL VOIDS BEHIND LAGGING
WITH GRAVEL BACKFILL FOR WALLS

2" MIN. BEARING LENGTH.
SHIM AS NECESSARY FOR
FULL BEARING.

PLAN - SOLDIER PILE
WALL WITH P. G. A.

62°

PREFABRICATED
DRAINAGE MATERIAL
(TYP.)

REMAINING PORTION
OF DRILLED SHAFT

PGA


